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   Containment Systems
Fast Clip- the Fast Clip consists of high density PVC extrusions that make up a male and female mechanical locking fastener. This fastener allows the user to combine and lock together multiple layers of poly sheeting between the male and female pieces and apply them to a surface or structured component. The Fast Clip will provide strong and stable containments. The Fast Clip is reusable.

PCU- the Portable Containment Unit consists of aluminum tube extrusions of the male Fast Clip. These extrusions are assembled with pre-cast aluminum couplers, corners and tees to allow the user to build a free standing containment room of any size. Once constructed, the user can snap onto the frame up to three layers of 6 mil poly sheeting with the female Fast Clip, to enclose the area. The PCU provides strong and stable containment rooms. The PCU is reusable.
PVC PAC- the Portable Adjustable Ceiling consists of PVC tube extrusions of the male Fast Clip. These extrusions are assembled primarily with 3’4” PVC couplers and allow the user to quickly frame a room at the floor level and snap on poly sheeting with the female Fast Clip. The PVC PAC will provide a strong and stable containment tent that will decrease drying times exponentially as the amount of space to dry has been adjusted to only the effected area.  The PVC PAC is reusable.

DSS- the Duct Smart Snap consists of a sheet metal ducting flange 10”, 12” or 14” that has male Fast Clip extrusions applied to the frame.  The DSS allows the user to snap this ducting flange onto the side wall of containment with the female Fast Clip. The DSS provides a strong and stable port for negative air machine attachment.  The DSS is reusable.
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